
ZUMINOL SOLUTION

COBRA 4T 7.5W50
A new generation synthetic motor oil for 4-stroke engines, specially for use in competition and  
for heavy conditions. This is a super multigrade synthetic motor oil, which was specifically formulated 
for the lubrication of 4-stroke petrol and diesel engines. By its very high viscosity index, it offers a great 
fluidity at low temperature, easy cold starting and a stable viscosity at high temperatures.  
 
PROPERTIES 

• A high and stable viscosity index 
• Optimal friction characteristics 
• A very strong protection against wear, corrosion and foaming 
• A very good detergency and dispersion    

SPECIFICATIONS 

• API SL   
• JASO MA 
• JASO MA2

APPLICATIONS  
 
7.5W50 is recommended for a wide range of 4-stroke motorcycles, so that sliding, sticking and/or rough 
changing of the clutch-plates no longer occurs. This oil is developed and tested in co-operation with the 
most important motorcycle producers and has its performance demonstrated in the field.  
 
PACKAGING 
 
1L can (12 x 1L carton ) 

TYPICAL CHARACTERISTICS

Zuminol Petroleum Corporation
Handelsstraße 7   -   27374 Visselhövede   -   Germany

Phone : +49 42629580796 - Mail : info@zuminol.de - Web : www.zuminol.de

We reserve the right to alter the general characteristics of our products in 
order to let our customers benefit of the latest technical evolutions.

Test Unit Average result

Density at 15°C  kg/m3 0,848

Viscosity at -30°C mm²/s 6000

Viscosity at 40°C mm²/s 113,00

Viscosity at 100°C mm²/s 18,00

Viscosity Index - 171

Flash Point COC °C 232

Pour Point °C -42

Total Base Number mgKOH/g 7,7

Sulphated Ash % 0,94
 


